
WATERLESS VAPOR SYSTEMS FOR ODOR CONTROL

™

VAPOR-PHASE™ systems are used to create sub-micron 
sized odor control vapor from ODOR-ARMOR® VPS 
waterless odor control formulations. The concentrated 
blend of odor neutralizing compounds is blown as vapor 
into rooms, air handling systems or through lengths of 
perforated HDPE welded pipe where it is diffused through 
equally spaced holes to treat nuisance odors.

The ultra small odor control vapor droplets provide 
increased opportunity for collision with nuisance odor 
compounds where a series of chemical reactions 
neutralize odor in the treated air.

ADVANTAGES OF VAPOR-PHASE™

• Does not freeze - year round application
• Low use rates - not diluted with water
• Easy to use - no misting nozzles
• Vapor droplets - more complete treatment
• Economical application rates
• Immediate odor reduction

COMMON VAPOR-PHASE™  APPLICATIONS

• Landfills
• Transfer stations
• Wastewater
• Sludge handling
• Exhaust stacks  fans
• Agri-food production
• Petrochemical
• Greenhouses
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Information concerning human and environmental exposure may be reviewed on the Material Safety Data Sheet for the product.

Direction for use:
ODOR-ARMOR™ VPS odor control formulations are intended
for use with VAPOR-PHASE™ forced air linear and PSR wall 
mount odor control systems.

A Benzaco Scientific Manufacturer’s Representative should be
consulted to review system design, application protocol and
dosage rates to maximize treatment performance.

System Selection:
VAPOR-PHASE™ forced air linear odor control systems are 
available in many sizes with blowers to support 100 to 2000 feet 
of diffuser pipe. PLC programming, automated dosing and the 
use of ODOR-ARMOR™ VPS waterless formulations ensure 
uninterrupted treatment for up to several months between service. 
They are custom built as skid mounted stationary platforms and 
are available in weather resistant enclosures and portable trailers.

Waterless Vapor Formulations 
ODOR-ARMOR® is a highly effective concentrated, multi-component, blend of natural odor neutralizing compounds designed specifically 
for use in waterless VAPOR-PHASE™ generating systems. These formulations do not contain water and are not diluted with water prior to 
application. VAPOR-PHASE™ applications are ideal in year round environments, locations with water restrictions or where conventional 
atomizing nozzles would have been positioned in areas not easily serviced.

ENGINEERED ODOR MANAGEMENT

Model Specifications:

Item#

61001
61003
61005
61007
61010
61015
61020

Model

B1
B3
B5
B7
B10
B15
B20

H.P.

1.0
3.0
5.0
7.5
10
15
20

Linear Run
Average ft.
100
300
500
750
1000
1500
2000

Forced Air Linear Vapor Odor Control Systems
Vapor-Phase waterless odor management delivery 
systems feature industry leading automation, 
remote management and cost efficiencies. 
These systems use Odor-Armor solutions that are 
not diluted with water prior to application making 
them ideal in year-round applications.

PACKAGING:

• 5 gallon pail (18.9L) - 45 lbs. (23kg.) Net
• 55 gallon drums (208L) - 520 lbs. (236kg.) Net
• 275 gallon totes - (1035L) 2283 lbs. (1035kg.) Net

ODOR-ARMOR™ VPS STORAGE & HANDLING:
Keep out of reach of children. Product is intended for industrial use only. Keep container
closed when not in use. Sensitive individuals should wear protective goggles and gloves
when transferring or handling concentrated product. Do not store in areas of high 
temperature or direct sunlight. If separation or cloudiness occurs remix the product. 
Product does not loose efficacy if separated and remixed.


