ODOR-ARMOR® ASP

ODOR MANAGEMENT FOR ASPHALT PRODUCTION

ODOR-ARMOR® ASP is a highly concentrated, multi-component, blend of odor neutralizing compounds for use with liquid
asphalt production and paving applications. The natural plant extracts work to counteract nuisance smells including organosulfur
compounds like mercaptans and dimethyl sulfide and organic and synthetic hydrocarbons. Unlike masking agents that add to the
overall odor intensity by introducing an odor stronger than the offending odor, ODOR-ARMOR® ASP uses natural odor neutralizing
technology that significantly reduces odors on contact. Results are immediate and long lasting. Independent studies show odor
reduction of 90-95% with proper use.

APPLICATION:

ODOR-ARMOR® ASP (OA-ASP) is added to liquid asphalt in its pure form without dilution at v/v ratios starting at 10,000:1.
Application rates may vary dependent upon the contents of the binder. OA-ASP may be added directly to the hot mix plant or
terminal storage tanks; agitation or recirculation is recommended. For those facilities operating liquid asphalt transport tankers,
OA-ASP can be added by hand prior to loading the binder and the loading operation will properly mix the material. For large scale
and automated operations, OA-ASP can be blended with in line injectors

A Benzaco Scientific Manufacturer’s Representative should be consulted to review system design, application protocol and dosage
rates to maximize treatment performance.
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